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STA. 216+70 +/- -L- ‘ N
END GRADING P
STA. 17+20 +/- -Y13-
N\
+ STA. 10+45 +/- -DR2-
2 STA. 10+90 +/- -Y13- END CONSTRUCTION
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S\ PHASE III (CONT.) EXISTING
,Q\\§%5 : TRAFFIC
L\ o PATTERN
o\ \Z STEP 4. CONSTRUCT -Y13- TIE-IN FROM STA. 10+20+/- TO STA. 10+90+/-, UP
e TO BUT NOT INCLUDING FINAL LAYER OF SURFACE COURSE.
AU
N STEP 5. PLACE FINAL LAYER OF SURFACE COURSE AND FINAL PAVEMENT MARKINGS
N AND MARKERS ON -Y13- FROM STA. 10+20+/- TO STA. 17+20+/-. REFER
NS STA. 216+20 +/- TO RSD NOS. 1205.01, 1205.02, 1205.12, 1250.01, AND 1251.01. FOR \
\ ) BEGIN GRADING | FINAL PAVEMENT SCHEDULE, SEE PM-1. NN
Ny N
v/ PLACE FINAL LAYER OF SURFACE COURSE ON -Y19- FROM STA. 10+04+/- TO :
\ / STA. 10+20 +/- -Y13- STA. 10+80+/- AND -SR2- FROM STA. 10+04+/- TO STA. 11+55+/-,
\
Y STEP 6. REMOVE ALL TYPE III BARRICADES, DRUMS, AND ALL DETOUR SIGNING.
\ REOPEN SR 1349 (MUNDY RD.) TO 2-LANE, TWO-WAY TRAFFIC. REOPEN
Ve CREEKVIEW LANE TO EXISTING TRAFFIC. OPEN -SR2- TO EXISTING
\ TRAFFIC.
AN '
-\ i‘ STEP 7. USING RSD NO. 1101.02 (SHEET 1 OF 7), CONSTRUCT -DR2- FROM
= STA. 10+04+/- TO STA. 10+45+/-, INCLUDING DRAINAGE, UP TO FINAL
af\i%é LAYER OF SURFACE COURSE.
”\‘ﬁa ~ OBLITERATE REMAINING -Y13DET- PAVEMENT, TEMPORARY CONNECTION,
RG] AND REMOVE TEMPORARY DRAINAGE.
o\ N\
o\ % OBLITERATE -Y19DET- FROM STA. 10+00+/-+/- TO STA. 11+40+/-,
& | INCLUDING DRAINAGE.
EXISTING \Z | STEP 8. CONTINUE -L- LINE CONSTRUCTION FROM STA. 216+20+/- TO STA. 216+70+/-,
TRAFFIC s INCLUDING DRAINAGE.
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\ ~ PHASE III (CONT.) DETAILS
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